Premium-quality fasteners for every construction

STRONG-POiNT

Get the Point. Strong-Point.
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Self-Drilling Screws

1. Hex Washer Head - Zinc or 410 Stainless

2. Hex Washer Head w/Washer - Zinc or 410 Stainless

3. Pan Head - Zinc or 410 Stainless - Phillips or Square

4. Flat Head - Zinc or 410 Stainless - Phillips

5. Oval Head - Zinc - Phillips

6. Bugle Head - Zinc, Phosphate or Ruspert - Phillips

7. Wafer Head - Zinc - Phillips or Star

8. Wafer Head Reamer w/Wings - Zinc or WAR - Phillips

8. Modified Truss Head - Zinc, 410 Stainless or Black Oxide - Phillips
10. Oval Head “Sems” w/Washer - Zinc - Phillips

11. Pancake Head - Zinc - Phillips

. Pan Head Framing - Zinc, Phosphate - Phillips

. Flat Head Reamer w/Wings - Zinc or WAR - Phillips

. Trim Head - Zinc or Phosphate - Phillips or Square

Drvwall Screws - Sharp Point

5. Bugle Head - Fine - Phosphate - Phillips

. Bugle Head - Coarse - Phosphate - Phillips or Square

. Bugle Head - Hi-Low - Phosphate - Phillips

. Bugle Head - Laminating Screw - Phosphate - Phillips

. Trim Head - Phosphate - Phillips or Square

. Pan Head Framing - Phosphate - Phillips

21. Pancake Head - Zinc - Phillips

. Modified Truss Head - Zinc or Black Oxide - Phillips

Deck Screws

23. Trim Head - Type “17’ - 305 Stainless - Square or Star

24. Flat Head w/Nibs - Type ‘17' - 305 Stainless, WAR or Zinc Yellow - Star

25. Bugle Head - Type 17’ - Coarse - WAR - Square

26. Bugle Head - Coarse - WAR, Dacrotized®, Stainless, Zinc Yellow - Phillips
or Square
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Particle Board Screws

27. Flat Head w/Nibs - Type 17’ - Black Oxide - Phillips

28. Flat Head w/Nibs - Type 17" - Zinc - Phillips or Square

29. Flat Head - Plain and Lubed - Phillips or Square

30. Flat Head - Hinge Screw - Plain and Lubed - Phillips

31. Flat Head - Hinge Screw - Antique Brass, Bright Brass, Zinc - Phillips
32. Oval Head - Hinge Screw - Bright Brass, Zinc, Plain and Lubed - Phillips
Cabinet Screws

33. Pan Head Face Framing - Type 17" - Black Oxide - Phillips or Square
34. Pan Head Face Framing - Coarse - Type ‘17’ - Black Oxide - Square
Self-Piercing Screws - Needle Point

35. Slotted Hex Washer Head - Zinc

36. Slotted Hex Washer Head w/Washer - Zinc

Pole Gripper Screws

37. Hi-Hex Washer Head - Sharp Point - Strong-Shield

38. Hi-Hex Washer Head w/Washer - Sharp Point - Strong-Shield

39. Hi-Hex Washer Head - Hi-Low - Type ‘17" - Strong Shield

40. Hi-Hex Washer Head w/Washer - Hi-Low Type “17' - Strong Shield

Cement Board Screws

41. Waler Head w/Nibs - Self-Drilling - Ruspert - Phillips

42. Wafer Head w/Nibs - Sharp Point, Hi-Low - Ruspert - Phillips

43. Wafer Head w/Nibs - Spoon Point, Hi-Low - Ruspert - Phillips

44. Flat Head w/Nibs and Wings - Self-Drilling - Ruspert - Phillips

Concrete Screws

45. Slotied Hex Washer Head - Diamond Point - Hi-Low - Notched Threads
Ceramic Coating

46. Flat Head - Diamond Point - Hi-Low - Notched Threads - Ceramic Coating

Acoustical Eye Lag

47. Drill Point

48. Gimlet Point
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